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** The discharge ranges are specific to Dyna-Power’s measuring valves and
may slightly vary from the published discharge rates of the other manufacturers
listed.

DPD 56

MEASURING VALVES

Other Ordering Options:

Crossported Valves:

Dyna-Power will, for a min-
imal charge, ship our meas-
uring valves already cross-
ported.  To prevent confusion,
these valves will be clearly
marked by both stamp and
sticker.

To order, simply add an “X”
after the valve model .  For
example, to order a DPD56
already cross-ported, order
a DPD56X.

Indicatorless Valves:

Dyna-Power offers measuring
valves less indicator guide.
We currently only offer this
option for the DPD 50 series
and only for full discharge.

For ordering information,
please contact Customer
Service at 866-806-7816.

Quick Order / Reference Guide

Dyna-Power offers the highest quality dual line
measuring valve on the market.  These valves
are precision honed, repairable, and can
operate in all steel mill environments.

These valves are drop-in replacements for their
Farval brand equivalents.*

*Our DPD 20 series are larger to accommodate
fitting installation and do not match Farval brand
mounting.

DPD 22

DPD 24

DPD 26

DPD 28

DPD 32

DPD 34

DPD 36

DPD 38

DPD 52

DPD 54

DPD 56

DPD 58

DPS 31

DPS 32

DPS 33

DPS 34

DPS 41

DPS 42

DPS 43

DPS 44

DPS 51

DPS 52

DPS 53

DPS 54

R

Dyna-Power
Part No.

Farval
Part No.

R

DPS 61

DPS 62

DD22-250

DD24-250

DD26-250

DD28-250

NA

NA

NA

NA

DD52-250

DD54-250

DD58-250

DD56-250

DM31-100

DM32-100

DM33-100

DM34-100

DM41-100

DM42-100

DM43-100

DM44-100

DM51-100

DM52-100

DM54-100

DM53-100

DM61-100

DM62-100

#
Outlets

Discharge
Range*

Lincoln / Duomatic
Part No.

R

NA

NA

NA

NA

NA

NA

NA

NA

LD 52 (251317)

LD 54 (251318)

LD 56 (251319)

LD 58 (251320)

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

NA

2

4

6

8

2

4

6

8

2

4

6

8

1

2

3

4

1

2

3

4

1

2

3

4

1

2

0.006 -
0.037
 cu.in.

0.012 -
0.073
 cu.in.

0.073 -
0.305
 cu.in.

0.012 -
0.073
 cu.in.

0.037 -
0.15
 cu.in.

0.073 -
0.30
 cu.in.

0.18 -
0.91
 cu.in.

D
U
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L 
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Brass Indicator Covers

Ordering Information

The D1732E-B indicator cover is
designed to protect the packing gland
in areas where the standard vinyl
indicator cover will not suffice.

It is constructed of  solid brass and
features a ridged top that enables
easy removal.

To install, first remove the existing
vinyl indicator cover.  Place the
brass indicator cover over the pack-
ing gland and press down until the
brass indicator cover reaches the
hex on the bottom of the packing
gland.

Currently, we only offer the brass
indicator covers for the DPD 50
series.

Model Series Indicator Cover

DPD 50 D1732E-B

DPD 56

4 Measuring Valve

KIT
DESCRIPTION

Packing Gland Kit
(includes packing gland,
(2) adjustment screws,
and copper washer)

Pilot Piston Kit
(includes pilot piston, (2)
pilot plugs and washers)

Main Piston / Packing
Gland Kit

(includes main piston, and
complete Packing Gland Kit)

DPS 30
Series

DPS 40
Series

DPS 50
Series

DPD 20
Series

DPD 30
Series

DPD 50
Series

DPG30DA DPG40DA DPG50DA DPG20DA DPG30DA DPG50DA

DPV30SAK DPV40SAK DPV50SAK DPV20DAK DPV30DAK DPV50DAK

DPV30SGK DPV40SGK DPV50SGK DPV20DGK DPV30DGK DPV50DGK

DPS 60
Series

DPG60DA

DPV60SAK

DPV60SGK

Crossport Kit
(includes crossport screw
 and copper washer)

NA NA NA NA DPV20DXK DPV50DXK DPV50DXK

Measuring Valve Repair /Replacement Kits

Model No. Model No.Weld Plate Weld Plate

DPD22

DPD24

DPD26

DPD28

DPD32

DPD34

DPD36

DPD38

DPD52

DPD54

DPD56

DPD58

DPV22DL

DPV24DL

DPV26DL

DPV28DL

DPV32DL

DPV34DL

DPV36DL

DPV38DL

DPV52DL

DPV54DL

DPV56DL

DPV58DL

DPS31

DPS32

DPS33

DPS34

DPS41

DPS42

DPS43

DPS44

DPS54

DPS51

DPS52

DPS53

DPV31SL

DPV32SL

DPV33SL

DPV34SL

DPV41SL

DPV42SL

DPV43SL

DPV44SL

DPV51SL

DPV52SL

DPV53SL

DPV54SL

MEASURING VALVE KITS / ACCESSORIES

Measuring Valve Weld Plates
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psi
kPa

Dyna-Power’s DRV32 is a hydraulically actuated reversing
valve that is used to alternate between two lubrication
supply lines in a dual line lubrication system.  Reversal of
pressure and relief lines is driven by lubricant pressure
acting directly on the valve.  The pressure is adjustable
by means of a top mounted screw.  We recommend the
use of a pressure gauge for accurate adjustment.

NOTE: This valve is intended to be used in end of line
systems and is NOT intended for short loop systems.

The RVE2 is an electrically operated dual solenoid
reversing valve.  This valve, in conjuction with (2)
pressure switches (ordered separately), is used
primarily to alternate lubricant supply between two
lines in a dual line lubrication system. PLC or remote
operation is required.   The RVE2 comes with a DO5
subplate, standard.

Max. Pressure: 5000 psi
Max. Flow: 12 gal/min.

Reversing Valves 5

Reversing
Valve

psi
kPa

Pressure
Gauge

Limit
Switch

Std. Bottom
Mount Bracket

Panel Mount
Bracket

Bottom Mount
Adapt. Bracket

Part Number

DRV32-SL

DRV32-SLG1

DRV32-SLS1

DRV32-SLS2

DRV32-SLS3

p/n:RV0482 p/n:RV32101 p/n:RV32102

DRV32-SLG2

DRV32-SLG3

Specifications:

Material: Steel (Body)
Seal: Adjustable packing
for indicator stem
Pressure: 500-3500 psi.
Lubricant: Oil-NLGI#2

Solenoid Voltage

Coil Model

Applied Voltage

Frequency (HZ)

Starting Current

Holding Current

Holding Power
Permissible Volt
Range (V)

RVE2 / SVE2Model

115 V-AC

D-3BH-C1/C3

AC110 AC120

60 60

4.6a 5.0a

0.86a 1.0a

34w 42w

80 - 120

ELECTRICAL SPECIFICATIONS

RVE2-DS1

RVE2-115

VE1-63

Part No. Description

Complete dual coil reversing solenoid assembly.  Subplate included
and is shipped mounted to the valve.

Dual coil reversing solenoid only.  Subplate is NOT included.

Subplate for the RVE2 solenoid valve. Bolts included.

REVERSING VALVES

Hydraulic

Electric
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The PRV is a pneumatically operated dual piston
reversing valve.  This valve, in conjuction with a
pressure switch (ordered separately),is used
primarily to alternate lubricant supply between two
lines in a dual line lubrication system. PLC or remote
operation is required.   The PRV comes with a DO5
subplate, standard.

Max. Pressure: 5000 psi
Max. Flow: 12 gal/min (Oil)
Min.-Max. Air Pressure: 25-250 psi

PRV-DS1

PRV-100

VE1-63

Part No. Description

Complete dual piston reversing valve assembly.  Subplate  and air
solenoid are included and are shipped mounted to the valve.

Dual piston, pneu.operated valve only.

Subplate for the RVE2 solenoid valve. Bolts included.

PRV-DS2
Complete dual piston reversing valve assembly.  Subplate is included
and is shipped mounted to valve. Air solenoid is NOT included.

The SVE2 is an electrically operated single solenoid
valve used to open or close lubrication lines for
zoning systems, alternating  system pumps and any
other application where automatic operation is needed.
PLC or remote operation is required.
Standard configuration with D05 subplate is normally
closed.

PSV-SS1

PSV-SS2

VE1-72

Part No. Description

Subplate for the SVE2 solenoid valve. Bolts included.

Complete single piston shut-off valve assembly.  Subplate  and air
solenoid are included and are shipped mounted to the valve.

Complete single piston shut-off valve assembly.  Subplate  is included
and shipped mounted to the valve. Air solenoid is NOT included

PSV-100 Single piston, pneu.operated valve only.

The PSV is a pneumatically operated single piston valve used
to open or close lubrication lines for zoning systems, alternating
system pumps and any other application where automatic con-
trol is required.The PSV is normally closed--call Dyna-Power for
application assistance. PLC or remote operation is required.

6 Shut-Off Valves

SVE2-SS1

SVE2-115

VE1-72

Part No. Description

Complete single coil, zoning solenoid assembly.  Subplate included
and is shipped mounted to the valve.

Single coil, zoning solenoid only.  Subplate is NOT included.

Subplate for the SVE2 solenoid valve. Bolts included.

Solenoid Voltage

Coil Model

Applied Voltage

Frequency (HZ)

Starting Current

Holding Current

Holding Power
Permissible Volt
Range (V)

RVE2 / SVE2Model

115 V-AC

D-3BH-C1/C3

AC110 AC120

60 60

4.6a 5.0a

0.86a 1.0a

34w 42w

80 - 120

ELECTRICAL SPECIFICATIONS

SHUT-OFF / ZONE CONTROL VALVE

Pneumatic

REVERSING VALVES

Pneumatic

Electric
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MODEL   DMP 231
Serial No.

DYNA-POWER
LUBRICATION

1500

2000

2500

30
00

10
00

50
0

12809 S. HOMAN AVE.        BLUE ISLAND, IL  60406
PH. 708-389-7200                          FAX 708-389-9619

INSTRUCTIONS

1. Push the reversing valve knob all the way in.

2. Operate the pump handle back and forth until
system working pressure is reached. (This is
indicated by the change in position of all
indicator pins on the metering valves.)

3. Hold this pressure for about a minute to make
sure the grease is distributed.

4. Pull the reversing valve knob all the way out
and repeat steps 2. and 3. This relieves the first
line and pressurizes the second (causing the
indicator pins to move in the opposite direction)

5. Push the reversing valve knob all the way in.
This relieves line pressure.

You have completed the lubrication cycle.
All indicator pins have changed twice and are
now in the original position. The reversing valve
knob is all the way in. The pump is ready for
the next lubrication cycle.

CAUTION :  REFILL THROUGH THE
FITTING ON THE BOTTOM OF THE
PUMP ONLY. USE CLEAN GREASE
ONLY- CONTAMINANTS WILL DAMAGE
THE PUMP AND THE LUBRICATED
BEARING.

CAUTION :  REFILL THROUGH THE
FITTING ON THE BOTTOM OF THE
PUMP ONLY. USE CLEAN GREASE
ONLY- CONTAMINANTS WILL DAMAGE
THE PUMP AND THE LUBRICATED
BEARING.

Manual Pumps 7

MANUAL PUMPS

The DMP Manual Pump is a compact and reliable way of del-
ivering lubricant.  Manual pumps are most effective in
applications that require relatively infrequent lubrication and
have a low number of lubrication points.  These pumps consist
of a double-acting piston and a quick-fill fitting that allows for
convenient filling of the reservoir.

In a dual line system, lubricant is directed from the pump alter-
nately into one of two supply lines by means of a flow directional
valve, controlled via the directional knob located on the pump.

ROTARY PUMP

This rotary pump is a good pump for dispensing light oils and
lubricants. This pump delivers approximately 7gpm.  This pump
has an adjustable 2 in. npt bung mounting to allow use with
either a 16 gallon or 55 gallon drum.

Package includes: pump, bung adapter, and spout outlet/

Order Part No.: 226-290

LEVER PUMP

This lever pump is a good pump for transferring light oils and
lubricants. This pump delivers approximately 5 fl.oz. per down
stroke. The telescopic suction tube mounts in 2 in. npt bung
opening of 16 gal. or 55 gal. drum.

Package includes: pump, bung adapter, and spout outlet/

Order Part No.: 114-829

Specifications:

Discharge /stroke: 0.28 cu.in. (all models)
Discharge /cycle: 0.56 cu.in (all models)
Max. Working Pressure: 3000 psi.
Reservoir Type: 0.53 gal-plastic (DMP221)
                          0.8 gal-steel (DMP231)
                          1.6 gal-steel (DMP261)

Grease: NLG1#000-#2

Quick Order /Reference Guide

DMP 221

Part No. Description

Manual Pump (.53 gallon reservoir)

DMP 231

DMP 261

Manual Pump (0.8 gallon reservoir)

Manual Pump (1.6 gallon reservoir)
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Part No. Ratio Container Size Max. Grease Pressure

236-471

222-545

222-778

205-148

65:1

55:1

55:1

3:1

Bulk or Drum/Ram

Bulk or Drum/Ram

Bulk or Drum/Ram

Bulk or Drum/Ram

5850 psi

5000 psi

4950 psi

360 psi

239-877

Part No. Ratio Container
Size

Air Motor
Dia.

Max.Rec.
Air Press.

Rec. Max.
cpm

239-887

239-888

205-394

205-395

239-729

239-730

50:1

50:1

50:1

50:1

50:1

75:1

75:1

Pail

120lb

400lb

120lb

120lb

400lb

400lb

180(12) psi 663

3

3

4.25

4.25

4.25

4.25

180(12) psi

180(12) psi

180(12) psi

180(12) psi

100(7) psi

100(7) psi

Max.Free Flow
Flow Rate

2.2 lb/min

2.2 lb/min

2.2 lb/min

11 lb/min

11 lb/min

8.25 lb/min

8.25 lb/min

66

66

66

66

110

110

Air Inlet
npt(f)

Outlet
npt (f)

Stroke
Length

3/8”

3/8”

3/8”

3/8”

1/2”

1/2”

1/2”

3/8”

3/8”

3/8”

3/8”

1/4”

1/4”

1/4”

3 in.

3 in.

3 in.

4 in.

4 in.

4 in.

4 in.

PNEUMATIC PUMPS

Barrel-Grease

Quick Order / Reference Guide

These pneumatic pumps, manufactured by Graco, are a reliable
and economical way to provide consistent flow for lubricant dis-
pense.   Listed below are both medium and heavy duty pumps.
Please see the Speicifications below to determine which pump
is best for your application.

Priming Piston -Grease

These pumps, manufactured by Graco, have either a 7” or 10” air
motors, are heavy duty, and will perform well in your drum or ram
system.  Their lightweight aluminum contsruction make them
corrosion resistant. They also feature an in-line air valve assembly
to allow for rapid changeover and reduced pulsation and a large
shroud to diffuse exhaust downward--making them relatively quiet.

Quick Order / Reference Guide

Specifications

8 Pneumatic Pumps

239-877

Part No. Ratio
Container

Size
Service Kit-

Motor
Service Kit-

Fluid Section

239-887

239-888

205-394

205-395

239-729

239-730

50:1

50:1

50:1

50:1

50:1

75:1

75:1

Pail

120lb

400lb

120lb

120lb

400lb

400lb

206-728

206-728

206-728

207-385

207-385

207-385

207-385

204-164

204-164

204-164

239-320

239-320

239-734

239-734

F
ire

ba
ll 

30
0

F
ire

ba
ll 

42
5
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Part No. Ratio
Container

 Size
Max.Grease

Pressure

236-471

222-545

222-778

205-148

65:1

55:1

55:1

3:1

Bulk/Ram 5850 psi

5000 psi

4950 psi

360 psi

Bulk/Ram

Bulk/Ram

Bulk/Ram

Max.Air
Pressure

90 psi

90 psi

90 psi

120 psi

Rec.Max
Flow Rate

2.8 gpm

3 gpm

1.7 gpm

15 gpm

Max. Free
Flow Cap.

N/A

N/A

N/A

25 gpm

Air
Inlet

Grease
Outlet

3/4” npt(f)

3/4” npt(f)

3/4” npt(f)

3/4” npt(f)

1” npt(f)

1” npt(f)

3/4” npt(f)

2” npt(f)

Specifications

Priming Piston -Grease

Pneumatic Pumps 9

Part No. Ratio
Container

 Size

222-051

222-103

226-945

226-942

1:1

1:1

Universal

55G/Bung

203-876

204-254

206-700

205-626

222-095

237-526

238-108

1:1

1:1

5:1

5:1

15:1

10:1

10:1

6:1

5:1

55G/Bung

Universal

Universal

55G/Bung

55G

Universal

Universal

Universal

55G/Bung

Service Kit-
Motor

223-059

223-059

214-584

214-584

206-728

206-728

206-728

207-385

207-385

207-385

207-385

Service Kit-
Fluid Section

223-059

223-059

215-964

215-964

206-924

206-924

206-925

206-927

206-927

236-862

238-225

F
ire

ba
ll 

30
0

F
ire

ba
ll 

42
5

Barrel - Oil

Quick Order /Reference Guide

These pneumatic pumps, manufactured by Graco, are a reliable
and economical way to provide consistent flow for lubricant dis-
pense.   Listed below are both medium and heavy duty pumps.
Please see the Speicifications below to determine which pump
is best for your application.
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10 Pneumatic Pumps

Part No. Ratio
Container

 Size

222-051

222-103

226-945

226-942

1:1

1:1

Universal

55G/Bung

3/4”(f)

203-876

204-254

206-700

205-626

222-095

237-526

238-108

1:1

1:1
5:1

5:1

15:1

10:1

10:1

6:1

5:1

55G/Bung

Universal

Universal

55G/Bung

55G

Universal

Universal

Universal

55G/Bung

Air
 Motor
Dia.

Max.Rec.
Air Press.

Max.Free-
Flow Rate

Approx.
cpg

Air
Inlet
(npt)

Material
Outlet
(npt)

Fluid
Inlet
(npt)

Stroke
Length

Wetted
Parts

1.37”

1.37”

1.37”

1.37”

3”

3”

3”

4.25”

4.25”

4.25”

4.25”

180 psi

180 psi

180 psi

180 psi
180 psi

180 psi

180 psi

180 psi

180 psi

180 psi

180 psi

10 gpm

10 gpm

10 gpm

10 gpm

11 gpm

11 gpm

3.6 gpm

12 gpm

12 gpm

32 gpm

16 gpm

20

20

20

20

28

28

90

20

20

6

14

1/4

1/4

1/4

1/4

3/8

3/8

3/8

1/2

1/2

1/2

1/2

3/4”(f)

3/4”(f)

3/4”(f)

1/2”(m)

1/2”(m)

3/8”(f)

3/4”(m)

3/4”(m)

3/4”(m)

3/4”(m)

1-1/2

1-1/2

1-1/2

1-1/2

1-1/2

1-1/2

tube

1-1/2

1-1/2

1-1/2

1-1/2

4”

4”

4”

4”

3”

3”

3”

4”

4”

4”

4”

CS/Buna

CS/Buna

SST/Poly

SST/Poly

CS/Buna

CS/Buna

Leather/Rubber

CS/Buna

CS/Buna

CS/Buna

CS/Buna

Part No. Ratio
Container

Size
Max. Oil
Pressure

218-611

222-831

221-104

222-837

222-832

22:1

14:1

5:1

28:1

20:1

Bulk Tank

Bulk Tank

Bulk Tank

Bulk Tank

Bulk Tank

2200 psi

1400 psi

500 psi

2520 psi

1800 psi

Max. Air
Pressure

100 psi

100 psi

100 psi

90 psi

90 psi

Rec.Max.
Flow Rate

3.8 gpm

6.9 gpm

15 gpm

5.8 gpm

7.7 gpm

Air
Inlet

3/4 npsm(f)

3/4 npsm(f)

3/4 npsm(f)

3/4 npsm(f)

3/4 npsm(f)

Oil
Inlet

Slotted Drum

2 npt(f)

2 npt(f)

2 npt(f)

2 npt(f)

Oil
Outlet

1 npt(f)

1-1/2 npt(f)

1-1/2 npt(f)

1-1/2 npt(m)

1-1/2 npt(m)

Part No. Ratio
Container

Size
Max. Oil
Pressure

218-611

222-831

221-104

222-837

222-832

22:1

14:1

5:1

28:1

20:1

Bulk Tank

Bulk Tank

Bulk Tank

Bulk Tank

Bulk Tank

2200 psi

1400 psi

500 psi

2520 psi

1800 psi

Quick Order /Reference Guide

Priming Piston -Oil

Specifications

These pumps, manufactured by Graco, are ideal pumps for delivering
a high volume of lubricant to multiple points.  These are very rugged
pumps and are suitable for most industrial applications.

Please see the Specifications table below to determine which pump
best suits your application.  For ordering assistance, please call Dyna-
Power at 866-803-7816.

Barrel - Oil contd.

Specifications
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1/4” Grease Dispense Valve

Grease Dispense Valves

We offer a 1/4”, high pressure dispense
valve with a maximum working pressure
of 8000 psi.  Nozzle (200-389) is included.

Part No. 242-056

Power-Shot Booster Gun

This dispense valve is for use with
any high-pressure lubricator or a
booster/dispense valve with hose
reels.

Boosts pressure of incoming
grease to 18,000 psi. Maximum
inlet pressure: 5000 psi. The out-
let is 1/8” npt(f).

NOT FOR USE WITH FLEXIBLE HOSE NOZZLE.

Part No. 202-600

Pneu. Pump Accessories 11

Part No. For Use With:

200-326

204-574

222-059

400lb (55G) open drum

120lb (16G) open drum

35lb (5G) pail*

Part No. For Use With:

220-653

220-654

223-344

400lb drum for Fireball 300

70/120lb drum for Fireball 300

35lb (5G) pail for Fireball 300

223-845

223-846

120lb drum for Fireball 425

400lb drum for Fireball 425

PNEUMATIC PUMP ACCESSORIES

Drum Covers

Follower Plates

* Mounts 50:1 fireball pump using friction-type clutch
  lock.
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The Grizzly central station is a perfect mid-
size automatic lubricating station for heavy
industrial applications.  The Grizzly is best
applied in single or dual systems that do
not exceed 100’ header length or exceed
150 lubrication points.  For information on
these stations,secondary parts and access-
ories, please see their respective technical
bulletins.

General Specifications:

Pump Description:
Type: Motor driven, twin piston (uses

             20:1 external gear reducer)
Capacity per Stroke: .06 cu.in.
Capacity per Minute: 5.13 cu.in.
Discharge Pressure: 3000 psi.

Reservoir Description:
Grease: 50 lbs. capacity
Material: Steel

Motor Description:
1/3 h.p. @ 1750 rpm, 230/460VAC-
60HZ-3 phase. (Single phase avail-
able and DC motors available)

Reversing Valve:
DRV32-SL (std), RVE2-DS1 (std)

Station Packages Part Number

Standard System- Includes reversing valve, motor, and
low level switch in addition to reservoir, pump, gear reducer,
cover, bases, and requisite piping and fittings

Std.System w/Motor Starter- Includes above standard
system with main fuse disconnect switch, motor starter with
overload relay, control transformer 230/460VAC (primary),
115VAC (secondary) in a NEMA 12 enclosure.

Std.System w/Timer- Includes above standard system with
a timer and indicator lights which display:“Timing”,“Pumping”,
and “Fault. Also included is a reset/manual push button.

Std.System w/Timer and Motor Starter- Includes above
standard system, motor starter package, and timer package.
(see above packages for descriptions.)

Std.System w/Bulk-Fill- Includes above standard system
with high-force solenoid shut-off valve (SVE2-SS1), mech-
anical shut-off valve, high-low level switch, pre-installed high
pressure hoses, and terminal box w/ seal-in relay (115VAC).

Std.System Complete- Includes above standard system with
motor starter package, timer package, and bulk-fill package.
(see above packages for descriptions).

DP25-2000 DP25E-2000 DP25S-2000

DP25-2010 DP25E-2010 DP25S-2010

DP25-2001 DP25E-2001 DP25S-2001

DP25-2011 DP25E-2011 DP25S-2011

DP25-2100 DP25E-2100 DP25S-2100

Std.System w/Bulk-Fill and Timer - Includes above
standard system with the above bulk-fill and timer packages. DP25-2101 DP25E-2101 DP25S-2101

DP25-2111 DP25E-2111 DP25S-2111

Uses a hydraulically
operated reversing
valve.

Uses an electrically
operated reversing
valve.

Does not use a rev-
ersing valve.(For
sinlge line systems)

Quick Order /Reference Guide

CENTRAL PUMP STATIONS

DP25 - Grizzly

H-L

12 Central Stations
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The Kodiak Central Stationis a large
pumping station featuring a 200 lb.
reservoir, high volume pump, and a
2hp motor.  It is designed to reliably
service mid to large size oil and
grease lubrication systems.

Kodiaks come with a reversing valve
and low level switchstandard.  All
components come pre-piped and pre-
wired. For information on these
stations,secondary parts and access-
ories, please see their respective
technical bulletins.

General Specifications:

Pump Description:
Type: Motor driven, dual piston
(uses 10:1 external gear reducer)
Capacity per Minute: 30.68 cu.in.
Discharge Pressure: 3000 psi.

Reservoir Description:
Grease: 200 lbs. capacity
Material: Steel

Motor Description:
2 h.p. @ 1750 rpm, 230/460VAC-
60HZ-3 phase. (Single phase avail-
able and DC motors available)

Reversing Valve:
DRV32-SL (std), RVE2-DS1 (std)

1500
2000

2500

30
00

10
00

50
0

DP5 - Kodiak

CENTRAL PUMP STATIONS

Station Packages Part Number

Standard System- Includes reversing valve, motor, and
low level switch in addition to reservoir, pump, gear reducer,
cover, bases, and requisite piping and fittings

Std.System w/Motor Starter- Includes above standard
system with main fuse disconnect switch, motor starter with
overload relay, control transformer 230/460VAC (primary),
115VAC (secondary) in a NEMA 12 enclosure.

Std.System w/Timer- Includes above standard system with
a timer and indicator lights which display:“Timing”,“Pumping”,
and “Fault. Also included is a reset/manual push button.

Std.System w/Timer and Motor Starter- Includes above
standard system, motor starter package, and timer package.
(see above packages for descriptions.)

Std.System w/Bulk-Fill- Includes above standard system
with high-force solenoid shut-off valve (SVE2-SS1), mech-
anical shut-off valve, high-low level switch, pre-installed high
pressure hoses, and terminal box w/ seal-in relay (115VAC).

Std.System Complete- Includes above standard system with
motor starter package, timer package, and bulk-fill package.
(see above packages for descriptions).

DP5-2000 DP5E-2000 DP5S-2000

DP5-2010 DP5E-2010 DP5S-2010

DP5-2001 DP5E-2001 DP5S-2001

DP5-2011 DP5E-2011 DP5S-2011

DP5-2100 DP5E-2100 DP5S-2100

Std.System w/Bulk-Fill and Timer - Includes above
standard system with the above bulk-fill and timer packages. DP5-2101 DP5E-2101 DP5S-2101

DP5-2111 DP5E-2111 DP5S-2111

Uses a hydraulically
operated reversing
valve.

Uses an electrically
operated reversing
valve.

Does not use a rev-
ersing valve.(For
sinlge line systems)

Central Stations 13
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*Other reservoir sizes are available.  Please contact factory for more information.

Part No.
Reservoir
Capacity*

Discharge Capacity
(cu.in/min)

Discharge
PressureLubricant

DSP33G1

DSP33G2

DSP33G3

DSP33L1

DSP33L2

DSP33L3

Grease

Grease

Grease

Oil

Oil

Oil

.53 gal

.53 gal

.53 gal

.53 gal

.53 gal

.53 gal

2.56

2.56

1.83

1.83

0.85

0.85

2100 psi

3000 psi

3000 psi

1400 psi

1400 psi

1400 psi

The DSP33 series of lubricating pump is
compact, yet versatile and can reliably
service smaller systems. They feature two
discharge ports which can be used to supply
two separate systems.

ELECTRIC PUMPS

Quick Order /Reference Guide

4.8

15.08

4.53

9.25

OIL INLET FILTER

RESERVOIR

GEAR REDUCER

MOTOR

DSP 33

A =  420 micron

B = 140 micron

C = None

A =  1/4” F-R-L

B = 3/8” F-R-L

C = None

Base Number

1 =  Timer /Controller

0 = None

1 =  DRV32 w/switch

2 = DRV32 w/o switch

3 = None

MOBILE DUAL LINE PUMP STATIONS
The Dyna-Power portable lube system is essentially a
central lubrication station on wheels. It contains all the
elements of a standard dual line system and is an ideal
back-up for your regular, fixed systems.  It is also
ideal for interimlubrication while your system is being
serviced.

A typical system consists of:
Heavy duty steel cart
120# Drum
50:1 Pneumatic Pump
Hydraulic Reversing Valve

Every mobile system comes with the following, standard components:

(1) Heavy Duty Steel Cart
(1) 120# Drum

All other components must be specified.  Below is a breakdwon of the mobile system part number.Simply identify the
components desired and place the component code in the proper sequence as illustrated below:

Ordering Information

DPLC  +  PUMP  +  F-R-L  +  REVERSING VALVE  +  STRAINER  +  CONTOLLER

0 = 50:1 Mini Fireball

1 = 50:1 Fireball 300

2 = 50:1 Fireball 425

3 = 75:1 Fireball 425

115 VAC, 40W

14 Electric Pumps -Mobile Pump Stations
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Lubricating Air Preparation 15

Filter
Part No.

Port
Size

6F-1010

6F-1020

6F-1030

6F-1040

6F-1050

6F-1060

6F-1070

6F-1090

6F-1080

6F-1100

6F-1110

6F-1120

6F-1130

6F-1140

6F-1150

6F-1160

6F-1170

6F-1180

6F-1190

1/4

1/4

3/8

3/8

1/2

1/2

1/2

3/4

3/4

1

1

1-1/4

1-1/4

1-1/2

1-1/2

2

2

2-1/2

2-1/2

Bowl
Capacity

Bowl
Type

Sight
 Glass

PSI
(max)

A
Height

B
Width

5 oz

5 oz

5 oz

5 oz

8 oz

8 oz

16 oz

16 oz

32 oz

16 oz

32 oz

16 oz

32 oz

16 oz

32 oz

26 oz

32 oz

26 oz

32 oz

Poly.

Metal

Poly.

Metal

Poly.

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

No

No

No

No

No

No

No

No

No

No

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

Yes

150

150

150

250

250

250

300

300

300

300

300

300

300

250

250

250

250

250

250

6

6

5-5/16

5-15/16

6-7/16

6-27/32

9-31/32

8-13/32

11-5/8

8-13/32

11-5/8

9-17/32

12-13/32

9-17/32

12-13/32

13-1/32

15-15/16

13-1/32

15-15/16

2-29/32

2-29/32

2-29/32

2-29/32

3-25/32

3-25/32

3-25/32

4-31/32

4-31/32

4-31/32

4-31/32

4-31/32

4-31/32

4-31/32

4-31/32

4-1/4

4-1/4

4-1/4

4-1/4

Part No. Port
Size

Repair Kit
Part No.

A
Height

B
Width

6R-1010

6R-1020

6R-1030

6R-1040

6R-1050

6R-1060

6R-1070

6R-1080*

6R-1090*

6RR-1010

6RR-1020

6RR-1010

6RR-1030

6RR-1030

6RR-1040

6RR-1040

6RR-1050

6RR-1050

1/4

3/8

1/2

3/4

1

1-1/4

1-1/2

2

2-1/2

6-3/16

6-3/16

6-3/4

10-7/16

10-7/16

10-13/16

10-13/16

3

3

3-9/16

4-11/16

4-11/16

5-1/2

5-1/2

LUBRICATING AIR PREPARATION

B

A

A

B

FILTER

1/4” TO 2-1/2”

Ordering Information

Ordering Information

Features: 40 Micron element
                 Manual drain

REGULATOR

1/4” TO 2-1/2”

* 2” and 2-1/2” regulators may be operated remotely. Call Dyna-Power at
866-803-7816.
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16 Lubricating Air Preparation

Part No.
Bowl

Capacity
Port
Size

Bowl
Type

Sight
Glass

PSI
Max.

A
Height

B
Width

6L-1010

6L-1020

6L-1030

6L-1040

6L-1050

6L-1060

6L-1070

6L-1090

6L-1080

6L-1100

6L-1110

6L-1120

6L-1130

6L-1140

6L-1150

6L-1160

6L-1170

6L-1180

6L-1190

1/4

1/4

3/8

3/8

1/2

1/2

1/2

3/4

1

1-1/4

5 oz.

5 oz.

5 oz.

5 oz.

8 oz.

8 oz.

64 oz.

16 oz.

16 oz.

32 oz.

64 oz.

16 oz.

32 oz.

64 oz.

16 oz.

32 oz.

64 oz.

16 oz.

32 oz.

Poly.

Metal

Poly.

Metal

Poly.

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

Metal

No

Yes

No

No

No

No

No

No

No

Yes

Yes

Yes

Yes

Yes

Yes

Yes

150

150

150

250

250

250

300

300

300

300

300

150

250

250

250

250

7-9/32

7-3/4

7-15/16

11-11/16

12-1/2

9-7/8

13-3/8

12-5/8

13-31/32

2-29/32

3-25/32

5-9/32

2-29/32

2-29/32

2-29/32

3-25/32

3-25/32

4-31/32

4-31/32

4-31/32

4-31/32

4-31/32

6L-1200

1/2

3/4

3/4

1

1

1-1/2

1-1/4

1-1/4

1-1/2

1-1/2 64 oz. Metal

Yes

No

Yes

Yes

150

150

150

150

7-1/16

7-9/32

7-1/16

9-7/8

13-3/8

12-5/8

10-15/32

13-9/32

10-15/32

13-31/32

13-9/32

5-9/32

5-9/32

4-31/32

5-9/32

5-9/32

4-31/32

4-31/32

F-R-L
Part No.

Port
Size

6C-1010

6C-1020

6C-1030

6C-1040

6C-1050

6C-1060

6C-1070

6C-1090

6C-1080

6C-1100

1/4

1/4

3/8

3/8

1/2

1/2

3/4

1

Bowl
Type Components

1-1/4

1-1/2

Polycarbonate

Metal

Polycarbonate

Polycarbonate

Metal

Metal

Metal

Metal

Metal

Metal

6F-1010 / 6R-1010 / 6L-1010

6F-1020 / 6R-1010 / 6L-1020

6F-1030 / 6R-1020 / 6L-1030

6F-1040 / 6R-1020 / 6L-1040

6F-1050 / 6R-1030 / 6L-1040

6F-1060 / 6R-1030 / 6L-1060

6F-1080 / 6R-1040 / 6L-1090

6F-1100 / 6R-1050 / 6L-1120

6F-1120 / 6R-1060 / 6L-1150

6F-1140 / 6R-1070 / 6L-1180

A

B

1500
2000

2
5
0
0

3000

10
00

5
0

0

LUBRICATING AIR PREPARATION

LUBRICATOR

1/4” TO 1-1/2”

Features: Can be filled while under pressure.
                Buttonhead fill fitting is standard on
                 all units.

F-R-L COMBOS

1/4” TO 1-1/2”

Accessories: To order a replacement buttonhead fill fitting, order
part no.: 6LR-1050 (USS Cat ID: 1799794). To order a replacement
adjustment knob, order part no.: 6LR-1120.

Ordering Information

Ordering Information
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Reference
Lubricator
Part No.

Replacement
Bowl

Part No.
Port
Size

6L-1010

6L-1020

6L-1030

6L-1040

6L-1050

6L-1060

6L-1070

6L-1090

6L-1080

6L-1100

6L-1110

6L-1120

6L-1130

6L-1140

6L-1150

6L-1160

6L-1170

6L-1180

6L-1190

1/4

1/4

3/8

3/8

1/2

1/2

1/2

3/4

1

1-1/4

6L-1200

1/2

3/4

3/4

1

1

1-1/2

1-1/4

1-1/4

1-1/2

1-1/2

Repair Kit
Needle Valve

Part No.

Repair Kit
Sight Glass

Part No.

6LR-1010

6LR-1010

6LR-1020

6LR-1020

6LR-1060

6LR-1090

6LR-1070

6LR-1080

6LR-1150

6LR-1150

6LR-1140

6LR-1140

6LR-1140

6LR-1140

6LR-1150

6LR-1140

6LR-1140

6LR-1150

6LR-1140

6LR-1140

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6LR-1030

6FR-1060

6FR-1060

6FR-1130

6FR-1100

6FR-1190

6FR-1160

6FR-1160

6FR-1190

6FR-1190

6FR-1160

6FR-1190

6FR-1160

LU
B

R
IC

A
T

O
R

 P
A

R
T

S

Reference
Filter

Part No.
Port
Size

6F-1010

6F-1020

6F-1030

6F-1040

6F-1050

6F-1060

6F-1070

6F-1090

6F-1080

6F-1100

6F-1110

6F-1120

6F-1130

6F-1140

6F-1150

6F-1160

6F-1170

6F-1180

6F-1190

1/4

1/4

3/8

3/8

1/2

1/2

1/2

3/4

3/4

1

1

1-1/4

1-1/4

1-1/2

1-1/2

2

2

2-1/2

2-1/2

Replace.
Element

40 micron

Replace.
Element
5 micron

Replacement
Bowl

Repair Kit-
Baffle

Repair Kit-
Sight Glass Autodrain

6FR-1030

6FR-1030

6FR-1030

6FR-1030

6FR-1100

6FR-1100

6FR-1100

6FR-1160

6FR-1160

6FR-1160

6FR-1160

6FR-1160

6FR-1160

6FR-1160

6FR-1160

6FR-1210

6FR-1210

6FR-1210

6FR-1210

6FR-1040

6FR-1040

6FR-1040

6FR-1040

6FR-1110

6FR-1110

6FR-1110

6FR-1170

6FR-1170

6FR-1170

6FR-1170

6FR-1170

6FR-1170

6FR-1170

6FR-1170

6FR-1010

6FR-1010

6FR-1020

6FR-1020

6FR-1070

6FR-1090

6FR-1080

6FR-1140

6FR-1140

6FR-1150

6FR-1150

6FR-1140

6FR-1140

6FR-1140

6FR-1140

6FR-1150

6FR-1150

6FR-1150

6FR-1150

6FR-1050

6FR-1050

6FR-1050

6FR-1050

6FR-1120

6FR-1120

6FR-1120

6FR-1180

6FR-1180

6FR-1180

6FR-1180

6FR-1200

6FR-1200

6FR-1200

6FR-1200

6FR-1220

6FR-1220

6FR-1220

6FR-1220

6FR-1060

6FR-1060

6FR-1130

6FR-1190

6FR-1190

6FR-1190

6FR-1190

6FR-1190

6FR-1190

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

6FR-1230

F
IL

T
E

R
 P

A
R

T
S

LUBRICATING AIR
PREPARATION

PARTS/ ACCESSORIES
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Listed below are our standard grease /oil guns. If you
require a special gun or have an unusual application,
please call Dyna-Power at  866-803-7816 for assistance.

GREASE GUNS

G7100

G7200

G7100

Part No.

This side lever grease gun can be filled
via suction or loads a 14oz. cartridge. This
is a high pressure gun that dischcharges
0.06 oz. of grease per stroke and has a
16 0z. capacity.  This is a good general
purpose grease gun.

Description

G7200

This pistol grip grease gun can be filled
via suction or loads a 14oz. cartridge. This
is a high pressure gun that dischcharges
0.06 oz. of grease per stroke and has a
16 0z. capacity.  This is a good general
purpose grease gun and is ideal for hard
to reach areas.

G7700

This screw-type grease gun can be filled
via suction . This is a low pressure gun that
has a 5oz.capacity.  This gun is ideal for
compact areas and heavy grease.

OIL GUN

G7010

G7010

Part No.

This side lever oil gun can be filled via
suction and has a 10 oz. capacity.
This is a good general purpose oil gun.

Description

G7700
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3 claw
coupler

4 claw
coupler

flush
nozzle

needle
nozzle

push
nozzle

buttonhead
coupler

giant
buttonhead

coupler

heavy duty
4 claw
coupler

W
hi

p 
H

os
e 

A
ss

em
bl

ie
s

S
te

el
 E

xt
en

si
on

s

Fitting Only GX2000 / GX2005
GX2010 (w/ check)

GX2020 GX2030 GX2040 GX2050 GX2060 GX2070

12” Whip hose w/ swivel

12” Whip hose w/ swivel 45

12” Whip hose w/ swivel 90

18” Whip hose w/ swivel

18” Whip hose w/ swivel 45

18” Whip hose w/ swivel 90

24” Whip hose w/ swivel

24” Whip hose w/ swivel

24” Whip hose w/ swivel

45

90

6” Extension

6” Extension w/locking swivel

12” Extension

12” Extension w/locking swivel

24” Extension

24” Extension w/locking swivel

GX0132GX0131/GX0131CGX0130 GX0133 GX0134 GX0135

GX0137 GX0138

GX0113/ GX0113C GX0114GX0112 GX0115 GX0116 GX0117 X

24” Whip hose

18” Whip hose

12” Whip hose X X

X X XX X X

X

GX0125/ GX0125C GX0126GX0124 GX0127 GX0128 GX0129 X X

GX2031/ GX2031C GX2032GX2033 GX2034 GX2035 GX2036 X X

X X X X X X GX2037 GX2038

GX0213/ GX0213C GX0214GX0212 GX0215 GX0216 GX0217 X X

GX0225/ GX0225C GX0226GX0224 GX0227 GX0228 GX0229 X X

GX0331/ GX0331C GX0332GX0330 GX0333 GX0334 GX0335 X X

X X X X X X GX0337 GX0338

X X

X X

GX0313/ GX0313C GX0314GX0312

GX0326GX0325/ GX0325CGX0324 GX0327 GX0328 GX0329

GX0315 GX0316 GX0317

GX3002/ GX3002C GX3004GX3016 GX3008 GX3012 GX3010 X X

6” Extension (angled)

GX3005GX3006/ GX3006CGX3007 X X X X X

GX3001/ GX3001C GX3003GX3015 GX3007 GX3009GX3011 X X

GX3102

GX3104

GX3101/ GX3101C

GX3103/ GX3103C

GX3105 GX3106GX3107 X X

X X

X X

X X

X X X

GX3109

GX3110

GX3301/ GX3301C GX3302

GX3303/ GX3303C GX3304 XXX

GX3305 GX3306GX3307GX3308

GX3309

To use this chart, cross-ref
erence the fitting at the top of
the chart to the hose or steel
extension that best suits your
needs.

Steel Extensions          Part No.

6” Straight

6” Angled

12” Straight

24” Straight

GX3014

GX3013

GX3108

GX3308

Whip Hoses          Part No.

12” Whip hose

18” Whip hose

24” Whip hose

GX0012

GX0018

GX0024

GREASE / OIL GUN ACCESSORIES
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Part No. Alemite
Equivalent

Overall
Length Part No. Overall

Length
Alemite
Equiv.

1/
8”

 T
ap

er
ed

T
hr

ea
d

FR10044

9/16

Hex Hex

7/16

1610BL

FR10036

7/16 11/16

1644B

FQ10064 1/2 1 1618B

FR10080 7/16 1-1/4 1607B

FR10113 7/16 1-17/64 1669B

FR10169 3/8 2-5/8 1684B

FR11057 7/16

Angle Angle

180

180

180

180

180

180

45 57/64 1688B

FR12054 65 7/16 27/32 1612B

FR12078 65

3/8

1-7/32 1623B

FR12177 65

7/16

2-3/4 1649B

FR13061SS 67 7/16 61/64 1922S

FR14054 90 7/16 27/32 1613B

FR14056SS 90 7/16 7/8 1961S

FR14117 90 7/16 1-13/16 1606B

1/
4”

-S
A

E
 T

ap
er

ed
T

hr
ea

d

1/
4”

 T
ap

er
ed

P
ip

e 
T

hr
ea

d

FR00035 180 5/16 35/64 1641B

FR00044 180 5/16 11/16 1652B

FR00062 180 5/16 31/32 1680B

FR00072 180 5/16 1-1/8 1698B

FR00105 180 5/16 1-5/8 3014B

FR01052 45 3/8 13/16 1637B1

FR02050 65 3/8 25/32 3010B1

FR04048 90 3/8 3/4 1911B1

FR20056

FR22062

180 9/16 7/8 1627B

65 9/16 31/32

3/
8”

Ta
pe

re
d

T
hr

ea
d

FR30077 180 11/16 1-13/64

FR31093 45

90

11/16

11/16

1-29/64

1-25/64FR34089

1/
2”

Ta
pe

re
d

T
hr

ea
d

FR40092

FR41109

FR41105

180

45

90

7/8

7/8

7/8

1-7/16

1-11/16

1-5/8
D

riv
e

F
itt

in
gs

FD50033

FD60035

FD70035

FD50245

FD62049

180

180

180

65

65

3/8

3/8

33/64

35/64

35/64

45/64

49/64

1728B

1743B1

1608B

1646B1

1744B1

F
lu

sh
F

itt
in

gs FF10023

FF20036

FF00026

180

180

180 5/16

23/64

9/16

13/32 1851

Z741A

1815

B
ut

to
nh

ea
d

F
itt

in
gs

G
ia

nt
B

ut
to

nh
ea

d
F

itt
in

gs

FB20053

FB30061

FB40068

FA10048

FA20053

FA30061

5/8

3/4

7/8

5/8

5/8

3/4

55/64

59/64

1-3/32

3/4

27/32

29/32

1186A

1820-1

1184B

1186B

FG20080

FG30084

FG40088

7/8

7/8

7/8

1-25/64

1-9/32

1-5/64

Use
Drill

3/16

1/4

5/16

3/16

1/4

Pipe
Thread

1/4

3/8

1/2

1/8

1/4

3/8

1/4

3/8

1/2

20 Grease Fittings

GREASE FITTINGS

These fittings are constructed of quality steel and zinc plated; making them extremely resistant to corrosion.
The chart below and the pages that follow contain a selection of the most commonly used fittings. Other sizes
and metric fittings are available.  Please call Dyna-Power at 866-803-7816 for assistance.

Quick Order / Conversion Chart

Part No. Pipe
Thread

Plunger
CheckHex

FB20053

FB30061

FB40068

FA10048

FA20053

FA30061

1/4 5/8 Yes

3/4

No

1/2 7/8

1/8 5/8

1/4 5/8

3/8 3/4

Ball
Check

No

No

Yes

Yes

No

Yes

No

No

Yes

Yes

3/8

Part No. Pipe
Thread

Plunger
CheckHex

FG20080

FG30084

FG40088

1/4 Yes

1/2 7/8

Yes

Yes

3/8 7/8

7/8

Buttonhead Fittings
Giant Buttonhead Fittings




